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VALUE MODEL

SEMIAUTOMATIC STRETCHING EQUIPMENT

“IN DETAILS”
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Conventional stretching Our method of stretching

INNOVATIVE COMPANIENS THROUGH INNOVATED TECHNOLOGIES
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NBC | VALUE MODEL SERIES

VALUE
MODEL

SEMIAUTOMATIC PRECISION SEMIAUTOMATIC STRECHING EQUIPMENT
STRETCHING

EQUIPMENT

The VALUE MODEL stretching device was but to create a real breakthrough in
developed by NBC in response to stretching technology to reinvent
customer demands for higher stretching stretching. As a result the VALUE MODEL
tension. uses many sophisticated controls not
NBC was determined to not just slightly found on conventional stretching
improve tired concepts, equipment.

NBC proposes ,new stretching technique” - The VALUE MODEL is a semiautomatic stretching device

designed and manufactured by NBC for precision screen.

VALUE 1150 VALUE 1360 VALUE 1550
Body dimension | Lx W x H 1600 x 1600 x 1000 mm 1840 x 1840 x 1000 mm 2000 x 2000 x 1000 mm
Body weight | kg Approx. 500 Approx. 630 Approx. 780
Streching effective area 900 x 900 mm 1080 1080 mm 1250 x 1250 mm
85 - 264V AC 85 -264V AC 85 -264V AC
Power supply 100W or less 100W or less 100W or less
Air source Dry air 0.7 Mpa or more Dry air 0.7 Mpa or more Dry air 0.7 Mpa or more
Approx. 50 NL / cycle Approx. 70 NL / cycle Approx. 90 NL / cycle

PVF Mesh & Screen Technology GmbH | The PVF Mesh & Screen Technology GmbH operates in a climate-neutral manner. Operational CO2 emissions are balanced and compensated.
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NBC | NEW STRETCHING TECHNIQUE

INSATALLATION OF SCREEN
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L Fabric stretched to preset e
tension

03 OPERATION WITH TOUCH PANEL

04 AUTOMATIC CLAMPING AND STRETCHING

The most striking feature of the VALUE MODEL is its ease of operation. After placing the screen on the table all what is required is setting the corner clamps with the foot switch and
selecting start on touch panel the VALUE MODEL automatically clamps the fabric and stretches it to the set tension.

PVF Mesh & Screen Technology GmbH | The PVF Mesh & Screen Technology GmbH operates in a climate-neutral manner. Operational CO2 emissions are balanced and compensated. 22.08.23 n
© 2023 Copyright | PVF Mesh & Screen Technology GmbH | Adalbert-Stifter-Weg 30 | 85570 Markt Schwaben | T +49 8121 4784-0 | E info@pvfgmbh.de


mailto:info@pvfgmbh.de

PVF 2ot © SCREEN-MESH | DISTORTION

A
°MPP~‘\

()

DISTORTION PREVENTED WITH THE DIAGONAL TENSIONING SYSTEM

02

Distortion

stretched by | free corner by VALUE MODEL
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PV [2H4SRE @Y VALUE MODEL | THE DIAGONAL TENSIONING SYSTEM

Q
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INTEGRATED EXHAUST AIR SYSTEM

MAGNIFIED VIEW OF CORNER
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SEMIAUTOMATIC
STRECHING

EASY TO OPERATE CONTROL PANEL

BOX e

The easy to operate control panel allows
anyone to accurately stretch screens to
high tension. The programmable
processor can memorize up to Tmillion
stretching programs. Each stretching
program can be customized to satisfy any

customer needs using 18 parameters
including diagonal stretching, overall
tension and aging time. When it’s time to
stretch just set the screen tension desired,
and with one touch of the button screens
are brought right up to the correct
tension.
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CONTACT THE PVF MESH
EXPERTS FOR MORE
INFORMATION INFU@PVFGMBHDE
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